Name of Each Part, and How to Connect Them
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grasping it with 9 Heat Sink charge three batteries.
radio pliers and @ SN Boost Cc{mmam}er
then pulling out the fuse. When Automatic topping

up charge. These option
units can be connected.

inserting the new fuse which should be
15A available from KO, be sure to push

Indicates in red while charging Do not peel off the seal until you use these unit.
| and indicates in green while idle. |
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I Charging Monitor Lamp
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Do not insert any object into Charge Unit and Boost
cooling fan. Commander Unit cannot

be used when charging

| Power Supply Cord Ni-Mh battery.
Cooling Fan m—
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Connect the charging connector.
Red is (+), Black is (-).

Be careful not reverse connect. LCD Display Panel
|
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= = Do not reverse connect.
000
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=S power supply, or 15Ah or higher battery.
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Charging Start Button

[ Press for start. ]

Use appropriate lead wire.

Select Button
|

l Press to select LCD display ]
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A I Charging Current LCD Contrast Adjustment

Adjustment Knob |

Insert the 2.4 ¢ flat head insulated screwdriver
into the adjustment control and |-
turn it slowly to adjust

Turn all of the way to the left for the
minimum, and all of the way to the right

for.tl‘le maximum, Adjust to mjnimum the LCD contrast.
position before you start charging. The intensity of
i the LCD
A Caution Setup charging contrast change
current must be in accordance with according to
2 instruction manual of the battery. the temperature.
Charging Connector
| Battery to be charged
This is not included in the unit. | |
Prepare appropriate lead wire with 100~5000mAh Optional Equipment
matching connector type of a battery. Nicad or Ni-Mh battery.
The lead wires connected to the |
output terminals must be solder- 5 7
plated. If they are not soldered, A Caution Be sure to connect while The optl(_)na] charger stand
poor contact may result. the unit connects to source battery. and cooling fan can be used.




