6. Explanation of LCD Screens
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Al et Charging timer.

DOT MATRIX

Ni-Mh battery charge mode.

To change the charge mode, press Start
Button and Select Button simultaneously. Gk

Nicad battery charge mode.
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L . Pressing the Select Button changes
. Ni-Mh Voltage the display as shown below.

EL. BH | charging current. Charging can be started no matter
which screen is displayed.
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Charging capacity Peak voltage
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Main power supply voltage
This screen displays the voltage
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Nicad Voltage of the power source supply.
Ch . t "‘ A Warnlng Tllmllc-e 18 purmblhty 0:{ i This information can be used to
arging current. ALARENCAD ORIOMANCTS check the load condition, ete.,

when charge mode is not selected correctly.

of the power source supply.

Battery Voltage/Charging Current Screen

Charge Mode
|

MH is Ni-Mh mode. cd is Nicad mode.
Changing mode by pressing both Start
Button and Select Button simultaneously.
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This value indicates the charging
current. This value is set by turning
the charging current adjustment
knob.
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Cancel Timer High-speed Charging | |Battery Terminal Voltage]
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This indication appears when the
charging monitor lamp is red and the
charging operation is initiated. When
the Charging operation is completed,
this indicator disappears.

This indicator appears while the cancellation time (100 sec)
is in operation and has not detected instability in the pin
voltage after the charging operation is not cut off even if the
current adjustment control is turned, varying the voltage.

This value indicates the voltage during
charging. The voltage gradually increases as
charging continues, Because the indicated
value is updated frequently, this display can

be used to check for voltage instability, ete.

Charging Tlmer/Charglng Capamty Meter D|splay
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Chargmg Timer
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Displays elapsed time after charging started.]
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Charging Gapaclty Meter
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This value indicates how much the battery has been charged,
based on the charging current that flows to the battery and the
amount of time that has elapsed. The unit of measure is the same
as for the battery capacity (mAh). Generally, when chargm MULTI CRO! S DISPLAY
battery that started with a remaining capacity of '0', this value
becomes larger due to charging loss. This value can "be used to
compare the capacities of hv;ﬁjl‘ferent packs of the same type.

Battery Peak Voltage Screen

This screen first appears 100 seconds after charging has started. *The peak voltage value becomes high in the following cireumstances. Use these
as guidance regarding battery deterioration an internal resistance.

This value indicates the number of
seconds that have elapsed since the
start of charging.

DOT MATAIX During charging, the highest battery pin
voltage detected up to that pointis 1, When the charging current is high compared with other packs of the same type.

displayed. After charging is completed to 2. When the battery's internal resistance is high. s :
the delta peak, the auto cutoff junction will 3. When the batteryis charged once and is then charged again without being used

be activated and displayed. These values in the meantime. : )
e are reset the next time charging is started. 4 As the battery deteriorates (while the chargingeurrent remains the same)

7 Start Chargmg

V' T8 [a]-4l There s a possibility of
leakage, explosion and fire
: A 3 when charge mode is not selected correctly.
2 Select charge mode for Nicad or Ni-Mh by pressing both Start Button and Select Button simultaneously. The LCD display on upper left shows

MH as Ni-Mh mocle and cd as Nicad mode. Please 1ead next section for cletall of chargmg Ni-Mh battery before start charging.
) o put terminal and the black solder-plated leil to the

4 Turn the cha: ging current adjustment contro] knob all of the way to the leﬂ and then connect the battery to the charging connector. Some
sparkmg when the connecuons a made is normal. Two or more hattery packs cannot be connected
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6 Slowly turn the charging current adjustment knob to set the proper chargmg current, The charging timer will disappear after 100 seconds fmm
start. The chargmg may stop if you turn the chargmg current adjustment knob after the indication of cancel timer ('# on I..CD) has dlsappeared
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8 charged battery connected to the charger.



