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Connect TD-1 with Battery Channel (BATT).
If you have already used all the channels, connect TD-1 by using Twin Extension Wire.
Please connect the Twin Extension Wire with whichever channel (F1,F2,BATT).

Connect the Twin Extension Wire with FUN1 or FUN2
*BEC receiver does not generate power from Battery Channel (BATT).

NER-112(BEC)
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In case of  Connecting TD-1 (small transmitter) with JR receiver
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Cut the edge of connector 
which is on the side of inserting to 
the receiver by cutter before use.

Cut the edge of connector which is on the side of inserting to 
the receiver by cutter before use.

*For the use of other receiver, please refer to above connection method.     
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Connects TD-1 with Battery Channel BATT or FUN3.
If you have already used all the channels, connect TD-1 by using Twin Extension Wire.
Please connect the Twin Extension Wire with whichever channel (FUN1,2,3,BATT).

See the chart to check how to connect the Twin Extension Wire on NER-112.

R330S

BATTR330S

CRYSTAL

connect servo or speed controller

connect TD-1 TD-1

For the use of KO produced Twin Extension Wire, cut the edge of connector 
which is on the side of inserting to the receiver by cutter before use.
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Twin Extension Wire II 
(No.36509) KO produced

TD-1
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1.White(Signal)
2.Red(+)
3.Black(-)

1. White (signal) 
 *JR-Y has the color 
orange.
2. Red   (+)
3. Black (-)      
 *JR-Y has the color 
brown.

1. White (signal) 
 *JR-Y has the color 
orange.
2. Red   (+)
3. Black (-)      
 *JR-Y has the color 
brown.

1. White (signal) 
 *JR-Y has the color 
orange.
2. Red   (+)
3. Black (-)      
 *JR-Y has the color 
brown.


